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PRINT PORTIONS OF AN IDENTIFICATION 
CHARACTER WITH THERMOCHROMATIC INK ON 
A MULTI-LAYER PATCH 



410 



COAT ONE OR MORE LAYERS WITH 
THERMOCHROMATIC INK 



420 



HEAT THE MULTI-LAYER PATCH TO ACTIVATE 
THE THERMOCHROMATIC INK AND LAYER(S) 



430 



\ 



CHANGE THE COLOR OF THE IDENTIFICATION 
CHARACTER AND/OR MULTI-LAYER PATCH TO 

REVEAL THE IDENTIFICATION CHARACTER 
WITHIN A THREE-DIMENSIONAL MATRIX OF THE 
MULTI-LAYER PATCH 



440 



FIG. 7A 



PRINT A FIRST PORTION OF AN 
IDENTIFICATION CHARACTER WITH 

PERMANENT INK ON' A 
THERMOCHROMATIC LAYER OF A 
MULTI-LAYER PATCH 



PRINT A SECOND PORTION OF THE 
IDENTIFICATION CHARACTER WITH 
THERMOCHROMATIC INK ON THE 
THERMOCHROMATIC LAYER 
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SUPERIMPOSE THE FIRST AND 
SECOND PORTIONS ON THE 
THERMOCHROMATIC LAYER 




r 



530 



PRINT A THIRD PORTION OF THE 
IDENTIFICATION CHARACTER WITH 
PERMANENT INK ON A SECOND LAYER 
DISPOSED BELOW THE 
THERMOCHROMATIC LAYER 



HEAT THE MULTI-LAYER PATCH TO 
ACTIVATE THE THERMOCHROMATIC 
CHARACTER PORTIONS AND LAYERS 
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FIG. 7B 



PRINT PORTIONS OF AN IDENTIFICATION 
CHARACTER WITH THERMOCHROMATIC INK ON 

A PATCH 



610 



COOL THE PATCH TO ACTIVATE THE 
THERMOCHROMATIC INK 
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CHANGE THE IDENTIFICATION CHARACTER 
FROM A TRANSPARENT STATE TO AN OPAQUE 
STATE TO MAKE THE IDENTIFICATION 
CHARACTER VISIBLE ON THE PATCH 
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CHANGE THE IDENTIFICATION CHARACTER 
FROM A FIRST COLOR TO A SECOND COLOR 
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FIG. 7C 



